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MCLAREN DOORS
420 Industrial Parkway South
Aurora, ON L4G 3V7

Door Order Form
***Please fill out all shade boxes ***

Company Information

1. Order Information

Door Type Lock Type
1" Dry Streamline Door (Hingeless)
1" Ins. Streamline Door (Hingeless)
2" Ins. Streamline Door (Hingeless)
2.125” Insul-Lite Door (With external hinge)

Cast (Standard)
Stainless steel
Inside safety release (Available in McLaren Doors SS only) 
Lock type - Other  ________________________

Additional Options  For additional options visit www.mclarendoors.com

2.Track Location

Add 2nd Handle
Dual Spring counterbalance 
Forklift plates
SS hinges (For Insul-Lite model)

Identify where the McLaren Doors track will be installed. 
Accuracy is important. The track location determines the door width. 

Door Saver
Add reinforcement
Header seal
Other ________________________

Number of doors Requested delivery date (mm/dd/yyyy)

Enter Position 
A,B, or C

* If "B" enter the
inset dimension

 **Select one mounting 
    location only

Corner angle mounting location: 
(A) Secured to side wall     (B) Secured to custom location    (C) Flush to opening

Contact _________________________
Phone _________________________
Fax _________________________
Email _________________________
PO # _________________________

Company _________________________
Street _________________________
City _________________________
Prov/St _________________________
Postal/Zip _________________________

End        User



905-713-0772
1-877-263-9153
www.mclarendoors.com

MCLAREN DOORS
420 Industrial Parkway South
Aurora, ON L4G 3V7

3. Rear Frame Measurements
READ CAREFULLY BEFORE PROCEEDING
1. To ensure proper door fit, measurements should be within +0.00 to -0.125"(1/8")
2. When measuring for "F" check for obstructions. (I.e. roof bows, light bar, loose wires etc.)

This measurement must be of useable/clear space only, to avoid installational and operational interferences.
3. IMPORTANT: ALL MEASUREMENTS ARE INTERIOR MEASUREMENTS.

DO NOT MEASURE THE OUTSIDE OF THE TRAILER BOX

Please email completed parts order form to info@mclarendoors.com or fax to 905-713-0676
- Any changes or cancelations must be submitted within 24 hours of receiving this order. Changes submitted after 24 hours are subject to a restocking charge.
- Some paints and decals contain pigments which may cause heat build up. Only low heat pigments should be used. Contact McLaren Doors before applying paints 
or decals for more details. 

Special 
Requirements

* Specify if there is a remote evaporater, countersunk tracks, raised floor, wall shelving, or any other potential obstructions.

Height Measurements
D
E

Opening Height 
Floor to Roof 
 Clear Header  F
* The floor to ceiling measurement should be equal to the opening height plus the header posts (D+F=E)
Box length

Width Measurements
A
B

Opening Width 
Wall to wall 
Corner Post C
* The wall to wall measurement should be equal to the opening width plus the side posts (A+C+C=B)

*WALL TO WALL SHOULD EQUAL
*Interior rear corner post/ interior door frame

*FLOOR TO ROOF SHOULD EQUAL
Min 6" required (If smaller contact McLaren Doors)

Ex. 18', 28', 48', 53', please specify length
Existing Panel Length
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